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Process stages

| — Preparation and initial processing of drilfi

Il — Feed of drilling mud into the line

Il — Preliminary drying of drilling mud

IV — Grinding of material

V —Kiln roasting of material

VIl — Flue gas treatment system

VI — Cool-down of material

VIII — Finished products warehouse <
IX — Production management

Use of drilling mud after termal
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treatment

*At road constriction

*Road enveloping

*Slag blocks in low-rise construction
*Sidewalk tiles

*Curb stone

*Binding mixes

*Granulated filler in concretes
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Production capacity, processing*, t/h uptp 10 o020 upt
Receipt of processed raw materials*, t/h up{to5 to 10 up
Fractional composition of initial raw materigls, numto 50 up to 50
Moisture content in initial material, % uptp 70 to 70 up
Installed capacity*, kW up to 3110 up to|430
Consumption of natural ge#h, m 1,840 2,880
o sy © ™| soxa0ra0 | aovaoezh
Weight, t 75 125

*The facility characteristics shall be specified in eeadaspeaifihe basis of properties of the initel materi

and requirements for finished product
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Cyclone

Smoke exhauster

Cyclone ’He#atqm

‘ ‘ ﬂ Screw charger

Drum refrigerator Burner
Grinder
E—= =g [ W[ [ []] vt
| g ] : B / Bin
| Conveyor belt y
Conveyor belt | Furnace with a drive for frequency regulation

Cyclone

Grab and air supply fan are not conditionally shown
Smoke exhauster

Depending upon the tasks determined by the anstteneétorial conditions for placement addlcéqrdine, the complete set of delivery
may vary, in particular, the length of transpsgtapment shall be re-calculated.
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» The technology allows to use the mobile drillnogaessthg module, both for cluster drilling dimd) atoditary
prospecting, injection or operating wells.

» The mobile facility for thermal treatment is dessapemhtamination of solid drilling wastenfdialidglling
cuttings) accumulated and generating in the couesg opetating activity of oil companies.

*Thermal kiln roasting of drilling mud allows tthehalage of hazard from Class 3 to Class 5.

NEW
TECHNOLOGY

y
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SN

- Production capacity — 12,960 thousand tons a yeal, Dtanstper hour
- Total power consumption — up to 40 kW/h

- Fuel being used — associated gas, natural gagedrdapief

- Consumption of pipeline natural gas #H1.00 m

- Consumption of liquefied gas — @3 m

td@strommash.ru ENGINEERING OF THE FUTURE www.strommash.ru




(A A X X X XN X2 2 S ROPIDVEIZEIIN#I

#3$% &

Operating position
Chimney
Cyclone
| Raw materials W
bin
i
Control room Fl| %
Belt conveyor dry
—‘ \ 3 material unloading
gl —— gl
O =
- T - : ' )

Gas ducts

Drying drum
Smoke exhauster 1.6mx6m

=l X |

Heat generator
Air dilution fan for
. heat generator
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1]
Transport position
Control room Raw materials
bin
ofF=7 i =)
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1.6mx6m
Smoke exhauster Cyclone
Gas duct:
I
' 0
\
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!
Heat generator Belt conveyor dry

material unloading
Air dilution fan for

heat generator
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Possible product nomenclature after thermal
treatment and grinding of drilling mud:

At road construction, road
enveloping

Slag blocks in low-rise
construction for enclosures
and load-bearing structures

Binding mixes, granulated
filler in concretes

Sidewalk tiles, curb stone
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